Canton Mountain Wind Project

Stormwater Culvert Schedule:

Culvert Road/Site ID Station | Drainage | Q25 Culvert Length | Inv.In | Inv. Out | Slope (ft./ft.)
RC-1 Ludden Lane 00+11 - - 18 - - - -
RC-2 Ludden Lane 07+80 - - 15 - - - -
RC-3 Ludden Lane 08+20 - - 15 - - - -
RC-4 Ludden Lane 10491 - - 15 - - - -
RC-5 Ludden Lane 12+55 - - 15 - - - -
RC-6 Ludden Lane 15425 - - 12 - - - -
RC-7 Ludden Lane 17+08 - - 12 - - - -
RC-8 Ludden Lane 19+95 - - 15 - - - -
RC-9 SIDE ROAD - - - 12 - - - -
RC-10 Ludden Lane 22+40 - - 12 - - - -
RC-11 Ludden Lane 26+40 - - 15 - - - -
RC-12 Ludden Lane 26+82 - - 12 - - - -
RC-13 Ludden Lane 30+25 - - 15 - - - -
RC-14 Ludden Lane 34+82 - - 15 - - - -
RC-15 Ludden Lane 37+64 - - 15 - - - -
RC-16 Ludden Lane 41+22 - - 15 - - - -
RC-17 Ludden Lane 47+55 - - 18 - - - -
RC-18 Ludden Lane 49+70 - - 15 - - - -
RC-19 Ludden Lane 59+50 - - 15 - - - -
RC-20 Ludden Lane 64+20 - - 18 - - - -
RC-21 Ludden Lane 66+61 - - 15 - - - -
RC-22 Ludden Lane 68+64 - - 18 - - - -
RC-23 Logging road 00+48 - - 24 - - - -
RC-24 Logging road 10+82 - - 18 - - - -
RC-25 Logging road 12+16 - - 15 - - - -
RC-26 Logging road 14+90 - - 15 - - - -
RC-27 Logging road 19+20 - - 15 - - - -
RC-28 Logging road 25+25 - - 15 - - - -
RC-29 Logging road 36+30 - - 18 - - - -
RC-30 Logging road 53+72 - - 30 - - - -
RC-31 SIDE ROAD - - - 24 - - - -
PC-1 Access Road 84+50 1.38( 4.25 12 40 1183 1182 0.025
PC-2 Access Road 96+53 1.42 4.1 12 50 1238 1234 0.080
PC-3A Access Road 97+95 4.53( 13.04 15 38| 1256.5 1255.5 0.026
PC-3B Access Road 100+25 2.99| 8.62 15 40| 1286.5 1285.5 0.025
PC-4A Access Road 105+20 5.40| 15.56 18 47 1349 1348 0.021
PC-4B Access Road 108+38 3.59] 10.33 15 47 1349 1348 0.021
PC-5 Access Road 111+10 0.83| 2.38 12 40 1427 1426 0.025
PC-6 Access Road 115+92 2.53| 6.86 18 72 1472 1469 0.042
PC-7 Lower Ridge Road 00+62 0.83| 2.38 12 76 1476 1472 0.053
PC-8 Lower Ridge Road 04+12 1.01] 2.91 12 63 1456 1455 0.016
PC-9 Lower Ridge Road 06+70 0.55| 1.59 12 50 1433 1432 0.020
PC-10 Lower Ridge Road 08+60 2.87| 8.27 12 48 1409 1388 0.438
PC-11A |Lower Ridge Road 10+25 2.30|] 6.61 12 52| 1334.5 1333 0.029
PC-11B [Lower Ridge Road 15+95 2.76| 7.94 18 52| 1334.5 1333 0.029
PC-12 TO2 PAD - 0.53] 1.52 12 55 1509 1508 0.018
PC-13 Upper Ridge Road 16+75 1.38| 3.97 12 55 1509 1508 0.018
PC-14 Upper Ridge Road 20+25 0.69| 1.98 12 37 1506 1504 0.054

RC: Replacement Culvert
PC: Proposed Culvert

Notes:
1. Provide minimum 2% slope on all culverts.
2. Culvert lengths are approximate. May require adjustment to fit field conditions




