
EXTEND AGGREGATE COURSE MIN. 6" BEYOND
PAVEMENT EDGE

1 1/4" BITUMINOUS PAVEMENT TOP COURSE (9.5 mm)

2 3/4" BITUMINOUS PAVEMENT BINDER COURSE (19 mm)

6" AGGREGATE BASE

15" GRAVEL SUBBASE

COMPACTED
SUBGRADE

6"

6" LOAN & SEED OR MATERIAL
AS SHOWN ON PLANS

COMPACTED BACKFILL

1
1

6"
MIN.

NOTES:

1. PROVIDE ISOLATION JOINT W/ SILICONE SEALANT  WHERE WALK ABUTS ANY VERTICAL SURFACE.

2. DEPTH OF CONTROL JOINT MUST BE AS INDICATED FOR ACCEPTANCE OF WORK.

C.I.P. CONCRETE 4000 PSI, MEDIUM
BROOM FINISH*, W/ WWF 6x6 W2xW2

RADIUS EDGE W/ SMOOTH 1" WIDE
BAND @ ALL JOINTS & EDGES

FINISHED GRADE

PROCESSED AGGREGATE BASE

COMPACTED SUBGRADE

RADIUS EDGE W/
SMOOTH 1" WIDE BAND

1 1/2" DEEP
TOOLED JOINT

CONTROL JOINT DETAIL

5"
12

"

*UNLESS SHOWN OR NOTED OTHERWISE, BROOM
PERPENDICULAR TO DIRECTION OF TRAVEL.

8'-0" TYP.

VA
RI

ES
 - 

SE
E 

PL
AN

S

4" WHITE PAINT
STRIPE

4'
-0

" M
IN

.

4'-0" TYP.

4" WHITE PAINT
STRIPE

1'
-0

"

VARIES - SEE PLANS

2'-0"2'-0"

18
" (
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P.)

4" WHITE PAINT STRIPE (TYP.)

8'
-0

"

9'
-6

"

1'-0"

TURN LANE ARROW

PEDESTRIAN CROSSWALK

WHITE PAINT STRIPE

STRIPED AREA

DASHED WHITE PAINT LINE

SINGLE WHITE PAINT LINE

STOP BAR

DISABILITY SYMBOL

4'
-6

"

3'-0"

1'-0"

R3'-
3 3

/8
"

R2'-3 9/16"

THROUGH ARROW

8 cm STORMWATER PAVERS
(SEE NOTE)

3 1/2" POROUS ASPHALT
(SEE NOTE)

2" - 3/8" CRUSHED STONE
BEDDING LAYER

6" - 3/4" CRUSHED STONE,

2" STONE

SEPARATION FABRIC

CURB WHERE NOTED

3/8" CRUSHED STONE
JOINT FILLER
@ PAVERS

NOTES:

1. PAVEMENT @ VEHICLE AREAS TO BE POROUS ASPHALT PER SUBMITTED MIX CODE.
 
2. INSTALL PAVERS PER MANUFACTURER SPECIFICATION AND TOLERANCES.

6"

SIDEWALK

4'-0" 12'-6" 12'-6" 4'-0"

BITUMINOUS PAVEMENT, RE: A1/CP501

GRAVEL SHOULDER (TYP.)

SLOPE 1/2" PER FOOTSLOPE 1/4" PER FOOTSLOPE 1/4" PER FOOT

1/4" MORTAR FILLED JOINT

5"

SECTION

PLAN

FINISHED GRADE

6"

GRANITE CURB

6" x 12" FILTER FABRIC

NOTE:

PROVIDE TIPDOWN END SECTIONS AT ALL CURB ENDS.

WHERE PAVERS OR
CONCRETE IS TO BE
INSTALLED, BACK OF

CURB FINISH IS TO BE
SMOOTH TO DEPTH OF 6"

FINISHED GRADE (SEE
PLAN FOR MATERIAL)

SETTING BASE MATERIAL

CONCRETE BEDDING

GRAVEL SUBBASE

COMPACTED SUBGRADE

FINISHED GRADE

4'-0" @ NON-SIDEWALK AREAS & TERMINUS POINTS
6'-0" OR 1'-0" @ SIDEWALK AREAS (SEE PLAN)

6"

6" REVEAL

VERTICLE GRANITE CURB

MORTAR

TAPERED CURB

6" PROCESSED
AGGREGATE BASE
COMPACTED SUBGRADE

GRAVEL SUBBASE

SEE PLANS FOR
MATERIAL & FINISH
GRADE ELEVATION

NOTES:

1. PROVIDE TIPDOWN END SECTIONS AT ALL CURB ENDS.

CONCRETE SLIPFORM CURB
(3/4" RADIUS); 4,000 PSI W/
FIBER REINFORCEMENT (4-6%
AIR ENTRAINED)

TOP COURSE

COMPACTED SUBGRADE

6"

6"

EPOXY ADHESIVE

BINDER COURSE

6"
MIN.

6" BASE GRAVEL

12" SUBBASE GRAVEL

COMPACTED SUBGRADE

SEE PLANS FOR
ADJACENT MATERIALS

1/
2"

4'
-6

"
4'

-6
"

6"

6"

6" 6"

FILL W/ CONCRETE DOME
TOP OF CONCRETE ABOVE
TOP EDGE OF TUBE 1/2" MIN.

6"Ø GALVANIZED
SCH40 A53 TYPE E OR S,
GRADE B STEEL TUBE

CONICAL TOP TO
CONCRETE

FINISHED GRADE

SONOTUBE FORM
OR PRECAST BASE

STRUCTURAL CONCRETE
FOOTING (4,500 PSI)

GRAVEL FILL

1'-6"
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SITE LAYOUT DETAILS

CP501

CP501-18076

AS SHOWN

WSM

TL

2"1"1/2" 3"

BITUMINOUS PAVEMENT

NOT TO SCALEA1

TYPICAL PAVEMENT MARKINGS

3/4" = 1'-0"A10

CONCRETE WALK

3/4" = 1'-0" C1

POROUS PAVEMENT

1" = 1'-0" F1

ROAD SECTION

NOT TO SCALEJ1

VERTICAL GRANITE CURB

3/4" = 1'-0" A5

GRANITE TIPDOWN CURB

3/4" = 1'-0" D5

VERTICAL SLIPFORM CURB

3/4" = 1'-0" F5

GRAVEL ACCESS DRIVE

3/4" = 1'-0" A8

BOLLARD

3/4" = 1'-0" C8
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