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LIMIT OF SOIL SURVEY

SOIL BOUNDARY

SOIL LEGEND
BrB Bryaton loam, 3 to 8 percent slopes

CnB Colonel gravelly sandy loam, 3 to 8 percent slopes

PeB Peru cobby loam, 3 to 8 percent slopes

PeC Peru gravelly loam, 8 to 15 percent slopes

PeD Peru cobbly loam, 15 to 25 percent slopes

PTD Peru-Tunbridge complex, 15 to 25 percent slopes

MAPPING NOTES:
1. THIS SOIL SURVEY PLAN AND THE MAP UNIT DELINEATIONS MEET THE MAINE

ASSOCIATION OF PROFESSIONAL SOIL SCIENTISTS' (MAPSS) GUIDELINES FOR A
CLASS B - HIGH INTENSITY AND CLASS L - LINEAR SOIL SURVEY AS DESCRIBED IN
THE PUBLICATION ENTITLED GUIDELINES FOR MAINE CERTIFIED SOIL SCIENTISTS
FOR SOIL IDENTIFICATION AND MAPPING (FEBRUARY 2004, REV MARCH 2009).

2. TEST PIT LOCATIONS, CONTROL POINTS, AND OTHER FEATURES WERE LOCATED
USING A SUB-METER CAPABLE TRIMBLE GPS.  DATA WAS POST-PROCESSED
ACCORDING TO MANUFACTURER'S RECOMMENDED POST-PROCESSING SETTINGS
USING CORS REFERENCE STATIONS.

3. THIS MAP SHOULD BE USED AND INTERPRETED WITH THE ACCOMPANYING SOIL
SURVEY REPORT, TITLED “CLASS B - HIGH INTENSITY AND CLASS L - LINEAR SOIL
SURVEY, SILVER MAPLE WIND PROJECT, CLIFTON, MAINE” BY JOHANNA SZILLERY,
CSS #494, AND DATED SEPTEMBER 15, .32020.

TEST PIT

AutoCAD SHX Text
A6

AutoCAD SHX Text
A7

AutoCAD SHX Text
A1

AutoCAD SHX Text
A2

AutoCAD SHX Text
A3

AutoCAD SHX Text
A4

AutoCAD SHX Text
A5

AutoCAD SHX Text
100

AutoCAD SHX Text
98

AutoCAD SHX Text
TP-6


	Sheets and Views
	C100 (2)


