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APPENDIX A 

1. Site Investigation Report, Holtrachem Manufacturing Site, Orrington, Maine 
Volume 1, Section 5, Camp Dresser & McKee, Inc., December 22, 1998, and Figures 5-1 
through 5-9 

5-1. Topography of the bedrock surface 

5-2. Extent and thickness of glacial till 

5-3. Extent and thickness of sand, gravel and fill deposits 

5-4. Stratigraphic Cross Section Location Plan 

5-5. Stratigraphic Cross Section A-A’ 

5-6. Stratigraphic Cross Section B-B’ 

5-7. Stratigraphic Cross Section C-C’ and D-D’ 

5-8. Stratigraphic Cross Section E-E 

5-9. Stratigraphic Cross Section F-F 

2. Plant Area Corrective Measures Implementation Plan – Phase 1, Orrington Remediation 
Site; CDM Smith, Geosyntec Consultants, February 2017: 

a. Existing Conditions, Figure 

b. Subsurface Profiles - Sheet 1 

c. Subsurface Profiles - Sheet 2 

d. Subsurface Profiles - Sheet 3 

e. Subsurface Profiles - Sheet 4 

3. Depth of Excavation Below the Groundwater Table – Removing Mercury Above 2.2 
mg/kg, prepared by Geosyntec, August 22, 2018 

4. Figure 3, Groundwater Flow Summary Selected Plant Area Locations, Orrington 
Remediation Site, Orrington, Maine, Sevee & Maher Engineers, August 22, 2018 


