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CONCRETE MEDIAN ISLAND DETAIL

STRUCTURAL CONCRETE SLAB

- BROOMED FINISH

2"

1" REVEAL

6X6 W1.4XW1.4

WELDED STEEL FABRIC

NOTES: 

1. SEE SPECIAL PROVISION, SECTION 502, STRUCTURAL CONCRETE ROADWAY MEDIAN,   

8" THICK, FOR CONSTRUCTION REQUIREMENTS. 

2. SEE GEOMETRIC PLANS FOR EXACT LIMITS OF CONCRETE MEDIAN ISLAND. 

3. SAWCUT AND SEAL 2" DEEP TRANSVERSE CONTROL JOINTS AT A 10 FT. MAX. 

INTERVAL. 

AGGREGATE SUBBASE COURSE GRAVEL

CONSTRUCTION JOINT DETAIL

(CONCRETE MEDIAN ISLAND)

2"

6X6 W1.4XW1.4 WELDED

STEEL FABRIC

2"

1 1/2 "

 1/2 "

2 1/4 "

3 1/2 "

2 1/4 "

  2 1/2 "

 1/2 "

 1/2 "

 1/2 "

ROUTE 1 TYPICAL SECTION
STA. 747+69 TO 750+00

CONSTRUCTION

¸

6’-0"

SHOULDER

12’-0"

TRAVELWAY

12’-0"

TRAVELWAY

VARIES

MEDIAN

VARIES (0’-0" - 11’-0")

LEFT TURN LANE

12’-0"

TRAVELWAY

12’-0"

RIGHT TURN LANE

9’-0"

SHOULDER

ROUTE 1 TYPICAL SECTION
STA. 752+50 TO 765+32

CONSTRUCTION

¸

6’-0"

SHOULDER

VARIES (12’-0" - 18’-0")

TRAVELWAY

VARIES

MEDIAN

12’-0"

TRAVELWAY

10’-0"

SHOULDER

2" LOAM 

& SEED

CLIMBING LANE)

(EXIST. TRUCK

CLIMBING LANE)

ROUTE 1 TYPICAL SECTION
STA. 750+00 TO 752+50

CONSTRUCTION

¸
CLIMBING LANE)

6’-0"

SHOULDER

VARIES (12’-0" - 18’-0")

TRAVELWAY

VARIES

MEDIAN

12’-0"

TRAVELWAY

10’-0"

 

TYPE 5 CURB (4" MAX. HEIGHT)

2" H.M.A. - GRADING 9.5

1’-6"

 

12’-0"

(EXIST. TRUCK

APPROX. 9’-0"

EXIST. SHLD

12’-0"

(EXIST. TRUCK

APPROX. 9’-0"

EXIST. SHLD

FLEXIBLE 

REFLECTORIZED

DELINEATOR

2" LOAM 

& SEED

2’-0"

SHOULDER

VARIES

TRAVELWAY(S)

VARIES

MEDIAN

PAVEMENT CUT

DETAIL "A"
1’-0"ROUTE 1 EXISTING EDGE OF TRAVELWAY

2’-0"UPPER FALLS RD EXISTING EDGE OF PAVEMENT

VARIES

(SEE GRADING 

PLAN)

VARIES

(SEE GRADING PLAN)

RIGHT TURN LANE

¸

RIGHT TURN LANE PAVEMENT WIDENING

24" AGGREGATE SUBBASE

COURSE - GRAVEL

DETAIL "A"

BACKSLOPE ROUNDING DETAIL

NOTES

1. T = 5 FT WHEN X > 5 FT

2. T = X WHEN X < 5 FT

3. FORMULA MAY BE MODIFIED IN THE FIELD BY THE 

RESIDENT TO AVOID PROPERTY DAMAGE AND TO SAVE 

SHADE TREES

TT

X

2" LOAM

VARIES1’-6" 1’-6"

EXISTING

PAVEMENT

VARIES

1’-6" 1’-6"

CURB TYPE 5

(4" MAX. HEIGHT)

RAISED ISLAND DETAIL

2 " H.M.A. - GRADING 9.5

AGGREGATE SUBBASE COURSE

 - GRAVEL AS REQUIRED

1 1/2 " H.M.A. - GRADING 12.5 SURFACE

1 1/2 " H.M.A. - GRADING 12.5 BASE

3" H.M.A. - GRADING 19.0 (1 LIFT)

DETAIL "B"

1 1/2 " H.M.A. - GRADING

12.5 SURFACE

1 1/2 " H.M.A. - GRADING

12.5 BASE

3" H.M.A. - GRADING 19.0

(1 LIFT)

PAVEMENT CUT

DETAIL "B"

DETAIL "B"

NOTES

DETAIL "B"

AGGREGATE SUBBASE

COURSE - GRAVEL

AS REQUIRED

BEVEL AT 4:1

BOTH SIDES

2" LOAM 

& SEED

EXISTING

GROUND

STA. 9+07.1 TO 9+24.7 LT.

STA. 9+17.0 TO 9+29.5 LT.

STA. 9+20.2 TO 9+32.4 RT.

STA. 9+29.5 TO 9+80.0 LT.

STA. 0+26 TO 2+85

(SEE GRADING & DRAINAGE PLAN)

3" AGGREGATE SUBBASE

COURSE - GRAVEL *

* EXISTING SHOULDER PAVEMENT TO BE REMOVED 

IS APPROXIMATELY 9" THICK.

3’-0"

SHELF

VARIES - SHOULDER

(4’-0" TO 10’-0")

STAMPED PAVEMENT (10’ X 40’)

WHERE NOTED ON PLANS

(MIN. 1 1/2 " MILL & MIN. 1 1/2 "

H.M.A.- GRADING 12.5 SURFACE)
PAVEMENT REMOVAL

(SEE NOTE 4)

PAVEMENT REMOVAL

(SEE NOTE 4)

1. THE PAVEMENT, BASE AND SUBBASE DEPTHS AS SHOWN ON THE 

PLANS ARE INTENDED TO BE NOMINAL.

2. CROWNS FOR BOTH NORMAL AND SUPERELEVATION SECTIONS FOR 

ALL COURSES OF SUBBASE AND PAVEMENT SHALL BE STRAIGHT.

3. THE STATIONING SHOWN UNDER EACH TYPICAL IS APPROXIMATE.

4. EXCAVATION MATERIAL FROM THE UPPER FALLS ROAD RIGHT TURN 

LANE SHALL BE USED TO REPLACE REMOVED SHOULDER 

PAVEMENT.
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