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This document specifies the transition to MASH for work zone traffic control devices. M&O Region 
Engineers should share this with their respective Regions. The Bureau of Project Development should 
share this with their staff. 
 
Roadside safety hardware shall meet the requirements per the December 21, 2015 AASHTO/FHWA Joint 
Implementation Agreement for MASH. 
 
MaineDOT is transitioning to MASH2016 criteria for Work Zone Traffic Control Devices on the following 
schedule: 
 
Category 1 (Cones, Drums, Tubular Markers, Flexible Delineators, and similar devices that have little 
chance if causing windshield penetration, tire damage, or other significant effect on the control or 
trajectory of a vehicle) – All Category 1 devices will be manufacturer self‐certified as MASH2016 by 
January 1, 2025. Current Category 1 devices in useful serviceable condition that are not self‐certified as 
MASH2016 compliant may be utilized through December 31, 2024. 
 
Category 2 (Barricades, Portable Sign Supports, Category 1 devices with attachments, and similar devices 
that are not expected to produce significant vehicular velocity change but may be otherwise hazardous) 
– All Category 2 devices will be crash tested and/or evaluated to MASH2016 criteria by January 1, 2025. 
Current Category 2 devices in useful serviceable condition that are successfully tested to NCHRP Report 
350 or MASH2009 criteria may be utilized through December 31, 2024. 
 
Category 3 (Portable Concrete Barrier, Portable Crash Cushions, Truck Mounted Attenuators, Category 2 
devices weighing more than 100 pounds, and similar devices that are expected to produce significant 
vehicular velocity change or other harmful reactions) – All Category 3 devices will be crash tested and/or 
evaluated to MASH2016 criteria by January 1, 2030. Current Category 3 devices in useful serviceable 
condition that are successfully tested to NCHRP Report 350 or MASH2009 criteria may be utilized 
through December 31, 2029. Portable Concrete Barrier that is deemed acceptable by the Department 
may be utilized on projects off the National Highway System through December 31, 2024. 
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Category 4 (Trailer Mounted Devices: Arrow Boards, Temporary Traffic Control Signals, Area Lighting, 
Portable Changeable Message Sign, and other similar devices.) – All Category 4 devices will be crash 
tested and/or evaluated to MASH2016 criteria by January 1, 2030. Current Category 4 devices in useful 
serviceable condition that are successfully tested to NCHRP Report 350 or MASH2009 criteria may be 
utilized through December 31, 2029.   
 


